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EG.:

Supply and install KENAGRILLE aluminum 

foot grilles in sizes and quantities indicated 

on drawings as manufactured by 

K.N. Crowder Mfg. Inc., Burlington, Ont. 

Aluminum tread bars shall be 6061-T6 alloy, 

joined together with 3/8" (9.525mm) 

diameter threaded steel rods, with

nylon spacers at centres as required. 

Extruded aluminum frame shall be 6063-T5 

alloy, corners to be neatly mitred and held 

together with corner brackets, for ease of 

assembly on-site. All aluminum shall be mill 

      finished. Clear or Bronze Anodized finish 

               available on certain models. 

                           Contact the factory 

        for more information.



FG22 cross-cut application also available -
ideal in multi-directional and angled entrances.

.6875"

(17.5)



7/16” (11.1) 3/16” 
(4.8)

1/8” 
(3.2)

1-1/4” 
(31.75)

Special cleaning required to prevent debris from collecting between tread bars



7/16” (11.1) 3/16” 
(4.8)

1/8” 
(3.2)

1” 
(25.4)

Aluminum Serrated T-extrusion. Economical and easily maintained. 

Aluminum 	at bar similar to FG-1 but lower in pro�le.

Aluminum T-extrusion with 1/2” walking surface.
This model also allows for easy maintenance.

Special cleaning required to prevent debris from collecting between tread bars



Aluminum T-extrusion with 1/2” squares and 3/16” spacing grid pattern.
Well suited for multi-directional or angled tra�c.

.312"
(7.9)

.50"
(12.7)

Special cleaning required to prevent debris from collecting between tread bars
Fits Frame: GB (Aluminum) or GD (Stainless Steel).





Extra slip-resistant aluminum oxide grit is imbedded in a factory-applied

1.187"
(30.16)

1.50"
(38.10)

1.00"
(25.40)



Note:
Our selection of frames allows you 
to find the exact system for any 
application, design or decor 
requirements.

All frames are engineered to 
accomodate evaporation or drain 
pans, if required.

1”
(25.4)

1.50"
(38.10)

Hidden or intermediate supports may or may not apply to this special

Frame also available with our 1.25” and 1.50” 
deep foot grilles
For installation in floors where depth is limted



EG.:

Note:
Solid black vinyl gradient for
use on existing floors.
Available for rectangular 
applications only.



Extra slip-resistant aluminum oxide grit is
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Door Lites
Door Louvers

Dimensionally permanent, quiet, dependable sliding and folding door hardware for all applications

www.kncrowder.com
May 2011
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